
 





 



 

 

 

TECHNICAL INFORMATION 
 

 

MODEL NO 
SYSTEM CAPACITY 

LITER/H  

WATER DISINFECTION 

CAPACITY 

M3/H 

FREE CHLORINE OZONE 
HYDROGEN 

PEROXIDE 

OZCLO-B100 100 80-120 

0.2-0.4PPM 0.1-0.2PPM 0.05-0.1PPM 

OZCLO-B200 200 180-220 

OZCLO-B300 300 280-330 

OZCLO-B300 350 330-380 

OZCLO-B400 400 350-420 

OZCLO-B500 500 450-520 

OZCLO-B600 600 550-640 

OZCLO-B700 700 600-750 

OZCLO-B800 800 750-850 

OZCLO-B900 900 850-950 

OZCLO-B1000 1000 900-1000 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

TECHNICAL SPECIFICATION 

 

MODEL NO 

NORMAL

CURRENT 

AMPER 

CURRENT 

SETTING 

AMPER 

WORKING 

VOLTAGE 

VOLT 

POWER 

CONSUMPTION 

KVA 

SALT CONSUMPTION 

Kg/H 

OZCLO-B100 

 

 

 

 

20 

 

 

 

 

 

Low=15 

 

 

High=22 

 

 

Max =28 

30-40 0.7-0.8 0.2-0.3 

OZCLO-B200 60-70 1.1-1.4 0.5-0.6 

OZCLO-B300 90-100 1.8-2.1 0.8-1 

OZCLO-B300 100-120 2.0 – 2.4 0.9-1.2 

OZCLO-B400 110-130 2.4-2.6 1-1.5 

OZCLO-B500 130-150 2.5-3.0 1.5-1.8 

OZCLO-B600 150-200 3.0-3.5 1.8-2.2 

OZCLO-B700 175-220 3.3-3.8 2.1-2.5 

OZCLO-B800 200-250 4.0-4.5 2.4-2.8 

OZCLO-B900 230-270 4.3-4.8 2.7-3.0 

OZCLO-B1000 280-330 5.5-6.5 2.5-3.0 

 

 

 

 

 

 

 

 

 

 

 

 


